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AMMETERS VOLTMETERS FREQUENCY METER WATTMETERS
METERS RELAYS VARMETERS &
PHASE ANGLE
METERS
WEIGHT IN WEIGHT IN WEIGHT IN WEIGHT IN WEIGHT IN
MODEL g g g g g
QUADRATIC
242 S/S 250 200 250 - -
242 L/S 400 350 - - -
243 S/S 250 200 250 - -
243 L/S 400 350 - - -
244 S/S 300 250 300 800 700
244 LIS 450 400 450 - 800
246 S/S 850 800 850 - -
246 L/S 950 900 950 - -
244KW - - - - 750
244HW - - - - 950
244-14A - - - - 750
244-14* - - - - 800
244-73* - - - - 800
FIESTA
016 S/S 250 200 250 - -
016 L/S 400 350 - - -
SAXON 012, 013, 250 200 250
014
UNIFIX
056 S/S 400 350 400 - -
056 L/S 550 500 - - -
057 SIS 750 700 750 1100 -
057 L/S 800 750 800 - 1200
058 L/S 1000 950 1000 - 1400
EDGEWISE
128 600 550 - - -
SWITCHBOARD
75 750 700 - - -
77 800 750 800 1100 1000
78 1000 950 1000 - 1100
79 3000 3000 - - -
87 1050 1000 1050 - -
METER RELAY
239 - - - 700 -

* = any letter or number
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PRODUCT MODEL WEIGHT IN
g
TRANSDUCERS Advantage Model 252 252-X 400
Advantage & Paladin  Model 253 253-T / 253-X 500
Paladin Model 256 256-T 1000
Advantage Model 256 256-X 800
PROTECTORS 252-P 450
253-P 500
256-P 800
CURRENT
TRANSFORMERS
Ebony 50mm wide x30mm deep M53 200
Ebony 50mm wide x50mm deep M55 400
Ebony 60mm wide x30mm deep M63 350
Ebony 60mm wide x50mm deep M65 400
Ebony 60mm wide x70mm deep M67 500
Ebony 77mm wide MA5G/MA5H 600
Ebony 77mm wide MAS5P/MA5Y/MA5Q 700
Ebony 134mm wide MB5D 800
Ebony 134mm wide MB5Z 1000
Ebony 140mm wide MC5T 1500
Ebony 213mm wide MD5T 1500
Ebony 90mm wide x30mm deep M93 500/700
Ebony 90mm wide x50mm deep M95 900/1100
Ebony 90mm wide x70mm deep M97 1300/1500
TAPE WOUND REFER TO
810 SERIES PAGES 3 AND 4
TACHOGENERATORS 845 900
846 850
SHUNTS MODEL WEIGHT IN MODEL WEIGHT IN
9 9
828 30 860 85
829 300 861 180
871 90 862 360
872 300 863 575
873 810 864 2300
881 120 865 1150
882 190 866 4500
883 575 867 6520
884 1300 868 11800
885 3400 869 11800
886 11800 875 20
887 11800 876 180
DIGITALS 262-DD 400
262-DG 400
INTEGRA
Quadratic Integra 2000 244-IN 1000
Quadratic Integra 1000 244-1J 1000
Quadratic Integra 520 244-52 700
Switchboard Integra 1000 self contained 077-1J 1400
Switchboard Integra 1000 Transducer 85K-1J 1500
Switchboard Integra 1000 Display 077-DK 460
ROCOF 246-ROC 1100
256-ROC 800

The Information contained in these installation instructions is for use only by installers trained to make electrical power installations and is intended to describe the
correct method of installation for this product. However, Tyco Electronics has no control over the field conditions, which influence product installation.

It is the user's responsibility to determine the suitability of the installation method in the user's field conditions. Tyco Electronics' only obligations are those in Tyco
Electronics' standard Conditions of Sale for this product and in no case will Tyco Electronics be liable for any other incidental, indirect or consequential damages
arising from the use or misuse of the products. Crompton is a trade mark.
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MODEL PRIMARY CURRENT WEIGHT

ing
812 40 480
812 50 480
813 2200
812 60 480
813 850
812 75 500
813 850
813 3400
812 80 500
813 850
813 3400
814 100 500
815 1600
815 2650
814 120 550
815 1150
815 265
814 150 550
815 800
815 800
814 200 600
815 800
815 1650
814 250 650
815 650
815 650
814 300 700
815 700
815 850
814 400 750
815 750
816 500 650
817 1000
816 600 700
817 1000
816 750 700
817 700
816 800 700
817 700
818 1000 850
818 1200 900
818 1500 1050
818 1600 1150
818 2000 1300
819 2500 1550
819 3000 1700
819 4000 2000
819 5000 2300

The Information contained in these installation instructions is for use only by installers trained to make electrical power installations and is intended to describe the
correct method of installation for this product. However, Tyco Electronics has no control over the field conditions, which influence product installation.

It is the user's responsibility to determine the suitability of the installation method in the user's field conditions. Tyco Electronics' only obligations are those in Tyco
Electronics' standard Conditions of Sale for this product and in no case will Tyco Electronics be liable for any other incidental, indirect or consequential damages
arising from the use or misuse of the products. Crompton is a trade mark.
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MODEL

PRIMARY CURRENT

WEIGHT
Ing

81A

100

150

200

250

300

5400
10800
3600
7200
3600
5400
3600
3600
1800
3600

81B

400

500

600

1800
3300
1900
3400
2000
3500

81C

800

1000

1200

1400
2000
2000
1300
1500
2100
1400
1600
2200

81D

1500

1600

1500
1500
2500
1600
1600
2600

81E

2000

2500

3000

1700
2000
2600
3200
1800
2100
2100
2800
2100
2500
2500
3200

The Information contained in these installation instructions is for use only by installers trained to make electrical power installations and is intended to describe the
correct method of installation for this product. However, Tyco Electronics has no control over the field conditions, which influence product installation.

It is the user's responsibility to determine the suitability of the installation method in the user's field conditions. Tyco Electronics' only obligations are those in Tyco
Electronics' standard Conditions of Sale for this product and in no case will Tyco Electronics be liable for any other incidental, indirect or consequential damages
arising from the use or misuse of the products. Crompton is a trade mark.
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MODEL PRIMARY CURRENT WEIGHT
ing
100 3300
4500
9250
150 2100
3350
5600
200 1950
2800
3400
7500
81F 250 1750
2150
3000
5700
300 1550
2200
2650
5750
400 1450
2250
2550
5150
500 1350
2300
81G 2600
5150
600 1250
1550
2350
2710
800 1200
1950
1950
2900
1000 1100
1300
2100
2450
81H 1200 1200
1400
2200
2200
1500 1250
1250
2300
2300
81J 1600 1300
1300
2350
2350

The Information contained in these installation instructions is for use only by installers trained to make electrical power installations and is intended to describe the
correct method of installation for this product. However, Tyco Electronics has no control over the field conditions, which influence product installation.

It is the user's responsibility to determine the suitability of the installation method in the user's field conditions. Tyco Electronics' only obligations are those in Tyco
Electronics' standard Conditions of Sale for this product and in no case will Tyco Electronics be liable for any other incidental, indirect or consequential damages
arising from the use or misuse of the products. Crompton is a trade mark.
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